
PHW Multi Housings

Specifically designed for liquid pre-filtration  
industrial and food and beverage applications.

PED 2014/68/EU and ATEX 2014/34/EU  
Compliance.

Accepts C-Style (226), D-Style (222) and DOE 
cartridges, 20” to 40”.

Split body for easy access to cartridges.

Off-set geometry for easy installation and piping 
connections.

Suitable for CIP.
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www.parker.com/bioscience

Applications
The PHW multi round filter housing is  
specifically designed for liquid pre-filtration  
applications in:
     Beer
     Wine
     Bottled Water

Suitable for use with PED Group 2 liquids.

Availability
The PHW multi round housing range is available for 
3, 5 or 8 filter cartridges.  This housing is available 
to accept Parker’s full range of C-Style (226), D-Style 
(222) and DOE liquid filter cartridges of nominal 
lengths 20”, 30” and 40”.   

Materials
AISI 316L grade stainless steel is used for all wetted 
parts assuring corrosion resistance and durability.  

Surface Finish
As standard, internal surfaces are pickled only.   
External surfaces are shot peened.

Connections
The PHW multi is available with inlet and outlet  
connection options of BSPM or EN1092-1 Flange.  

Certification
Each filter housing is supplied as standard with a 
manufacturer’s report test certificate, declaration of 
conformity (where applicable) and user manual.  3.1 
material certification is not available for this range, 
a 2.1 declaration of conformity can be supplied upon 
request.

Directives
Parker Hannifin filter housings are manufactured in 
accordance with European Directives: 
PED 2014/68/EU and ATEX 2014/34/EU.
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Materials (wetted surfaces):	 316L Stainless Steel
Gasket Materials:		  EPDM (Silicone also available)
Housing Closure:		  Vee-Clamp
Number of Cartridges:		  03, 05, 08
Cartridge Height:		  20¨, 30¨and 40¨
Cartridge Location:		  C-Style (226), D-Style (222) or DOE
Internal Surface:			  Pickled
External Surface:		  Shot Peened
Design Conditions:		  10 Bar @ -20 to 40°C 
				    6 Bar @ 90°C 

Ordering Information

Technical Data

Accessories

Parker Hannifin Manufacturing Ltd, Bioscience Filtration EMEA 
Durham Road · Birtley · Co. Durham · DH3 2SF · United Kingdom

bioscience.emea@parker.com 

For further information refer to drawing 179502685.
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Part Code Part Number Description

XPGSS04AL11 639509117 0 – 10 Bar pressure gauge, ½” BSP, c/w manual ball valve vent and staubli coupling

XVASS04AL 639509056 ½” BSP manual ball valve

REV 2
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PHW X

Code Cartridge Height

2 20” (500mm) (1)
3 30” (750mm) 
4 40” (1000mm)

XX

Code No of Cartridges

03 3 Cartridges
05 5 Cartridges
08 8 Cartridges

Code Seal Material

E EPDM
S Silicone

Code BSP Male Available for Housing

B020 2” 03
B025 2.5” 05
B030 3” 08

XX XXXX

Code Cartridge Location

7 C-Style (226/Fin)
8 D-Style (222/Fin)
3 B-Style (DOE)

Code EN1092-1 Flange Available for Housing

U050 DN50 03
U065 DN65 05
U080 DN80 08

(1) 03, 05 Cartridges only


